
The following content has been modified in the device tree:
[image: 967efef571918b90820427769ed3f83]
The log information is as follows after powering on and loading the driver：：
[image: 2744eec70374d0f9cabbe2be2aba53a]
See the dmesg.log
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sdmmc3: sdhci@3440000 {
compatible = "nvidia,tegra186-sdhci
reg = <0x0 ©x3440000 0XO OX210>;
interrupts = < 0 64 6x04>;
max-clk-limit = <264600000>;
ddr-clk-limit = <48000606>;
tap-delay = <11>;
trin-delay = <5>;
nvidia,ddr-tap-delay = <11>;
ddr-trin-delay = <5>;
bus-width = <4>;
ignore-pm-notify;
mnc-ocr-mask = <6>;
keep-power-in-suspend;

//cap-nmc-highspeed;
//cap-sd-highspeed;
sd-uhs-sdr5e;
lsd-uhs-sdrie4;

"sdmnc_e_33v_enable”, "sdnmc_e_33v_disable";
pinctrl-6 = <asdnmc3_e_33V_enable>;

pinctrl-1 = <asdnmc3_e_33V_disable>;

compad-vref-3v3 = <0x1>;

compad-vref-1v8 = <0x2>;

nvidia,min-tap-delay = <84>;

nvidia,max-tap-delay = <136>;

pinctrl-names

pll_source = "pll_p
resets = <ategra_car TEGRA186_RESET_SDMMC3>;
reset-names = "sdhci

clocks = <&tegra_car TEGRA186_CLK_SDMMC3>,
<&tegra_car TEGRA186_CLK_PLLP_OUT6>,
<&tegra_car TEGRA186_CLK_SDMMC_LEGACY_TM>;

clock-names = "sdnmc”, "pll_p", "sdmmc_legacy_tm";

1iommus = <&smmu TEGRA_SID_SDMMC3A>;

nvidia,en-periodic-calib;

force-non-removable-rescan;

status = "okay";
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2135201 dhd_module_init in . .
50.213050] found wifi platform device bemdhd_wlan

250,213544] Power-up adapter 'DHD generic adaster'
250.214013] Error:

Driver 'dummy_sdmmc' is already registered, aborting...
250.221112] dhd_wifi_platform_load_sdio dhd_bus_reg_sdio_notify fail(-16)

250.221174] bemdhd_wlan: probe of bemdhd_wlan fatiled with error -16
2560.2277007] Power-up adapter 'DHD generic adapter'

250.227766] Error: Driver 'dummy_sdmmc' is already registered, aborting...
250.234646] dhd_wifi_platform_load_sdio dhd_bus_reg_sdio_notify fail(-16)

250.234765] found wifi platform device bcmdhd_wlan
250.234860] unregister wifi platform dr‘lvers
250. 234921] dhd _pod«ultntt module

u.lhmhmm |

load ed with error -16




