1. [bookmark: _GoBack]Ethernet Cable Connected 
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2. Ethernet Connectivity – Not Connected/Detected
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3.IF Config result for Ethernet 
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nv'\dia@localhost:-s ifconfig

lo: flags=73<uP,LOOPBACK,RIMND!G) ntu 65536
inet 127.0.0.1 netmask 255.0.0.¢
nets ::1 prefixten 128 s
loop

opeild Ox10<host>
|Xqueuelen 1 (Local Loopback)
RX packets 358 byte:

S 26433 (26.4 kg
RX errors o dropped : :

overruns @ carrier o collisions &
rndise: Tlags=4099<UP, BROADCAST  MULTICAST> mtu 1500
inets feso::7822:e4ff:feab:a2

ether 7a:22:e4:4|

RX packets 3635 bytes 4838602 (4.8 M8)

RX errors @ dropped o overruns @ frame ©

TX packets 2383 bytes 277474 (277.4 k8,

TX errors © dropped © overruns 0 carrier & collistons 6

bd prefixlen 64 scopeid ox20<links
:bd txqueuelen 1000 (Ethernet)

F usbo: flags=4699<UP,BROADCAST MULTICAST> mtu 1500

net6 fe8o::7822:e4ff:feab:azbf prefixlen 64 scopeld Ox20<links
ether 7a:22:e4:4l bf txqueuelen 1600 (Ethernet)

RX packets © bytes © (0.6 B)

RX errors © dropped © runs 0 frame 0

TX packets 108 bytes 23824 (23.8 KB)

TX errors © dropped @ overruns 0 carrier ® collistons 0
nvidiaglocalhost:~s [





